+.000
001

1.875-

UNITS: INCHES

28.4
10.50 4.38
A { T 29
o = = @k
i\ 3.31
I ,L @ \ I
i 8.3 {
‘ |
o |
> | Q ® 1L 460
o | 0 /e
@ J | I g
= =
e —
.25
4.62

1.50" NPT CONDUIT

+.002

L .500-000

+.000
-015

14.0

15.4

11.26

10.500

1.591

5.1

4 x1/2"-13 UNC

NOTES:

1. MAIN CONDUIT BOX MAY BE ROTATED
IN90° INCREMENTS

2. STANDARD PRODUCT USE BI-DIRECTIONAL
FAN. OPPOSITE ROTATION AVAILABLE
ONLY BY CONNECTION CHANGE.

3. KEY DIMENSIONS EQUAL

0.500" x 0.500" x 3.25"

(MOTOR SUPPLIED WITHKEY)

TOSHIBA RESERVES THE RIGHT TO MAKE CHANGES OF TECHNICAL IMPROVEMENT WITHOUT NOTICE. DO NOT USE FOR CONSTRUCTION, INSTALLATION, OR APPLICATION PURPOSES UNLESS THE DRAWING IS CERTIFIED.

TOLERANCES
280TC TEFC ROUND BODY FRAME X 1
XX .03
F1 ASSEMBLY o s
MDSLV205-05 'XX);;‘AXMS&% XT SERIES

MOTOR WEIGHT DRAWN BY: N. MOMIN
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