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Marks:

5KS286STE114A
358B6273AC
GEMZ2034E-FIG7
GEI-M1031
28AD0012B

KS

286TS

3

2

30HP 22.2KW
3545

575

60

26.9

1.15

Enclosure is Totally Enclosed Fan-Cooled

513 Lbs
CONT
TEFC
SD

40

4.9

91.0
63102ZC3
62102ZC3

Stamped Nameplate Notes:

Additional Information:

2 POLE, TEFC, LRA: 162.4 AMPS.

SOUND POWER : 94.0 DBA

GREASE: SHELL ALVANIA R3 LITHIUM GREASE

NO. OF MOTOR LEADS: 3

CONDUIT BOX VOLUME (CU IN): 272.9

CONDUIT BOX MATERIAL: CAST IRON

SUITABLE FOR USE IN CLASS | DIVISION 2 LOCATIONS
CLASS | DIVISION 2 GROUPS AB,C,D T3C

CLASS I ZONE 2 IC T3C
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Performance Characteristics

1st Winding 1st Connection

Design: 28AD0012B

Marks:

LOAD % 125.0 115.0 100.0 75.0 50.0 25.0 0.0
% EFF 91.76 92.17 92.85 93.08 92.61 89.14 0.00
% PF 90.72 91.05 91.27 90.66 87.46 74.54 11.78
AMPS 33.73 30.78 26.51 19.96 13.87 8.45 5.07
TORQ(FL)#FT 44.48 TORQ(LR)%FL 217.35 TORQ(BD)%FL 242.33
AMPS(LR) 154.63 PF AT START 0.34

This motor is capable of two cold or one hot start with a maximum connected load inertia of 227 Lb-Ft Sq (9.56 Kg-meter
Sqg)at 100% voltage, where the load torque varies with the square of the speed. Acceleration time with maximum inertia

and the above load type is 44 seconds. Safe stall time at 100% voltage is 79 seconds cold, 53 seconds hot. Rotor inertia
is 3.14 Lb-Ft Sq (0.13 Kg-meter Sq).

Open Circuit A-C: 0.878 Short Circuit D-C: 0.019
Short Circuit A-C:  0.022 X/R Ratio: 7.252
Stator Slots: 36 Rotor Slots: 28
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: 5KS286STE114A

Model Number

501291659 OBJECT:358B6273AC DATE:05-Dec-07 09:46:55
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Connection Diagram
GEMZ2034E-FIG7

SINGLE VOLTAGE
CONNECTION A GEM2034E-F 167
Tl
T3 T2
VOLTS LI L2 L3 TOGETHER
IA| SINGLE Tl T2 T3
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