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2X VIEW SECURE KEY TO SHAFT WITH RUBBER BAND.
NOTES:
1. ROTATION: RED POSITIVE CCWSE; REVERSIBLE
2. LEADS: 14 AWG
3. END PLAY: .005-.030 TOLERANCES UNLESS LEESON ELECTRIC CORPORATIQ
4. HIPOT: 1250 VAC FOR ONE SECOND, BOTH LEADS TO CASE SECIMALS ) ELECTRIC MOTORS, GEARMOTORS AND DRIVES
5. VOLTAGE: 24 VDC 00 .01 [oRAW 0 11700 |TME
6. INSULATION: CLASS F 155°C 000 005 oKD, OUTLINE
7. BEARING SYSTEM: SLEEVE BOTH ENDS 000|ReLEASE 1839 | AD | 11/1/00 ~0000 £.0005 |APPR. MATL. &/or CUST.
8. LOAD POINT: 60 ozin @ 2900—3200 RPM REV | DISCRIPTION EcRN| BY| DATE | FRACTIONAL | +1/64 [SCALE 1: 4 24 VDC
9. RUST PROOF SHAFT & KEY DUE TO STORAGE. . WSTDES_I\MEE {5« sggsg& é#DINDEI'OAINIﬁ EI‘Sm%l'J‘R V:"I?I'?Pgll}l;wwokk ANGLES +1/2° [p/C | SiZE [DRAWNG No.
TS OF DESIGN AND INVENTION ARE RESERVED INCH/MM M/ | B 970.6210L
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