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QUTPUT TIME VOLTAGE SYN.SPEED
TYPE WP, | KW, POLE RATING Y, Hz RPM
AEHHSB | 350 | 261 2 CONT. 460 60 3600

TOTALLY ENCLOSED FAN-COOLED TYPE. SQUIRREL CAGE ROTOR

04,88 PRIMARY T-BOX c9.31
29.05 . 20.87 475 \ 31.86
USABLE SHAFT \
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HOLES GROUNDING '
=3 /E: 22.05
NOTE: Y
1. DIMENSIONS IN INCHES al
2. FRAME NO. 449TS 3
3. F CLASS INSULATION, S.F. 1. 15
L e i Colelie
6. BEARING SIZE: \ON DR]IJSEVEN%Ngs?%gcs SHAFT END A REMOVABLE COVER FOR CABLE ENTRY
7. BOTH ENDS BEARING WITH INPRO SEAL ENLARGED VIEW TO BE DRILLED BY THE CUSTOMER.
8. NON-SPARKING FAN DATE
9, MOTOR APPROX, WEIGHT: 2244 lb NOV. 3, 2014 OUTLINE DIMENSIONS
10. VIBRATION: VERTICAL/HORIZONTAL BELOW O. 08 IN/SEC e
AXIAL BELOW O. 06 IN/SEC _
11, NOISE: BELOW 83dBA AT 1 METER DISTANCE NO LOAD DWN. | CH.SHYU [sEP-14 -2013 HB3S02 3-PHASE INDUCTION MOTOR
12, CORROSION PROOF DWG NO. REV:00
13. CLASS I ,DIVISION 2 ,GROUP B/C/D , T3 CHKD. | KLKOU |SEP-14 2013 &
e san e es | U @ ®Westinghouss | 310570454940
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