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FRAME MOTOR DIMENSIONS P—FLANGE DIMENSIONS SHAFT EXTENSION DIMENSIONS ONLY BY CONNECTION CHANGE
SIZE AG C P OX | BU | BB BE | BFE [ BD [ BV [ AK [ AJ AH | EU 1] v R S ES EW EX
440HP16 583 | 628222288 | 45 |0.25| 1.2 | 0.69 | 16.5 | 24.0 [13.50|14.75] 4.50 | 1.75 |2.125| 4.50 |1.845|0.500] 3.03 |0.375| 0.75 FRAME BEARINGS
440HP20 58.3 | 62.8|22.2 ]| 288 | 45 |0.25| 1.2 | 0.69 | 20.0 | 24.0 [13.50]|14.75]| 4.50 | 1.75 |2.125| 4.50 |1.845(0.500| 3.03 | 0.375| 0.75 SIZE 0S
440HP24 58.3 | 62.8|22.2 |1 288 | 45 | 0.25| 1.2 | 0.69 | 24.0 | 24.0 [13.50|14.75]| 4.50 | 1.75 |2.125| 4.50 |1.845(0.500] 3.03 | 0.375| 0.75 2 POLE HP 6313C3 6314C3
440LP16 58.3 | 62.8 | 22.2 | 288 | 45 | 0.25| 1.2 | 0.69 | 16.5 | 24.0 [13.50[14.75] 4.50 | 1.75 [2.125| 4.50 [1.845]|0.500] 3.03 | 0.375] 0.75 CONDUIT BOX DIMENSIONS o 2 POLE LP__ | 6313C3 [7314BEGAM x 2|
440LP20 58.3 | 62.8|22.2]| 288 | 45 |0.25| 1.2 | 0.69 | 20.0 | 24.0 [13.50]|14.75] 4.50 | 1.75 |2.125| 4.50 |1.845(0.500| 3.03 | 0.375| 0.75 AINPT] AB | AC AF XL XN | WeKeHT 4~8 POLE HP | 6318C3 6314C3
440LP24 58.3 |162.8|22.2]| 288 | 45 |0.25| 1.2 | 0.69 | 24.0 | 24.0 [13.50]|14.75] 4.50 | 1.75 |2.125| 4.50 |1.845(0.500| 3.03 | 0.375| 0.75 3.00 | 20.8 | 16.5 | 9.2 |15.2 | 10.3 |2500 Ibs, 4~8 POLE LP | 6318C3 |7314BEGAM x 2|
CUSTOMER: MOTOR MODEL NO.: TAG NO's::
P.0. NO.: HP: VOLTAGE: RPM(SYN.): Hz: X/ STANDARD (NO AUX. BOXES)
FRAME SIZE: PRODUCT TYPE: VERTICAL SOLID SHAFT ROUND BODY P—FLANGE ] RTD AUX. BOX
COMMENTS: (]

PER: DATE:
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