
NOTES:

CONDUIT BOX CAN BE ROTATED IN 90  STEPS.1.
CONDUIT BOX CAN BE MOUNTED IN OPPOSITE SIDE BY REMOVING 2.

          BRACKETS AND TURNING FRAME 180.
NAMEPLATE TO BE READ FROM CONDUIT BOX SIDE OF MOTOR.3.

037875LE

UD 08/13/13
SR 08/13/13

037873LN
OUTLINE
210FR. - TEAO - STD - T - INPRO SEALS & DRAIN HOLES

037875LE

INCHES
±.1
±.03
±.005
±.0005
±1/2°

037875LE

B

1:1

TH IS IS AN  ELEC TR ON IC ALLY GEN ER ATED  D OC U M EN T - D O N OT SC ALE TH IS PR IN T

TH IS D R AW IN G IN  D ESIGN  AN D  D ETAIL IS OU R  PR OPER TY AN D  M U ST N OT BE U SED  EXC EPT
IN  C ON N EC TION  W ITH  OU R  W OR K. ALL R IGH TS OF  D ESIGN  AN D  IN VEN TION  AR E R ESER VED .
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 5.25
5.19 
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12.83

16.98

.40
8 HOLES

3/4-14 NPT
1 HOLE

SPECIAL DRAIN
HOLES (2) ON
EACH BRACET
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1212 215 20.47 11.76 10 7 5
912 213/215 17.47 8.63 7 5.5 3.5

DASH FRAME C B 2F 2FF BS


