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Marks:

5KS182CAA205B
4002B5818RAP5201
GEM2034E-FIG3
GEI-56128
18BD1124AA
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Enclosure is Totally Enclosed Fan-Cooled

76 Lbs
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TEFC

13

78.0
6206ZC3
6206ZC3

Stamped Nameplate Notes:
EXPLOSION PROOF MOTOR

TEMP CODE T3C
THERMOSTAT LEADS TB1-TB2
STAMP NP249A5571AC "CL I (C & D) CL Il (F & G)"

Additional Information:

4P - T EXTN

STANDARD FLOOR MOUNT

C/BOX 26 CU IN-0.75 NPT

F1 CONDUIT BOX MOUNTING

AUX LEADS EXIT WITH MOTOR LEADS
CLIC&DCLIIF &G EXPLOSION PROOF MOTOR
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Performance Characteristics 1st Winding 1st Connection Design: 18BD1124AA
Marks:

LOAD % 125.0 115.0 100.0 75.0 50.0 25.0 0.0

% EFF 88.75 89.14 89.75 89.66 88.36 82.36 0.00

% PF 81.28 80.34 79.73 72.32 60.92 39.89 7.35
AMPS 4.87 4.51 3.92 3.25 2.61 2.14 1.82
TORQ(FL)#FT 8.93 TORQ(LR)%FL 247.75 TORQ(BD)%FL 333.63
AMPS(LR) 26.76 PF AT START 0.52

This motor is capable of two cold or one hot start with a maximum connected load inertia of 160 Lb-Ft Sq (6.74 Kg-meter
Sqg)at 100% voltage, where the load torque varies with the square of the speed. Acceleration time with maximum inertia

and the above load type is 47 seconds. Safe stall time at 100% voltage is 105 seconds cold, 83 seconds hot. Rotor
inertia is 0.28 Lb-Ft Sq (0.01 Kg-meter Sq).

Open Circuit A-C:  0.271 Short Circuit D-C: 0.009
Short Circuit A-C: 0.014 X/R Ratio: 3.257
Stator Slots: 36 Rotor Slots: 28
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' Model Number: 5KS182CAA205B

DATE:25-Sep-02 20:35:49

OBJECT:4002B5818RAP5201

NAME:PT-220

Marks:
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SIGNATURES

ORAWN GARY WARRINER

GE Industrial
Systems

GENERAL ELECTRIC COMPANY

)

Fort Wayne, Indiana |«

CHECKED — GARY WARRINE|

ENGRG

1SSUED GARY WARRINER

WAY 02702

APPLIED PRACTICES

INDUCTION MOTOR OUTLINE
STANDARD CONSTRUCTION
FMF: FRIBOT FCXP  X$D ULTRA

STZE[ DRAWING REV.

B 4002B5818RAP5201 ; 0

SCALE: o.go_mm_.-. NO: 4002B5818RAP20I T._m:_o:

\DISTRIBUTION: ‘ PMP- 18K 15 | .
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Connection Diagram Thermostat Connection
GEMZ2034E-FIG3 3027JE-2A
DUAL VOLTAGE
CONNECTION 2Y/ 1Y GEM2034E-FI1G3
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