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Iektr’m®) Elektrim® Premium Brake Motors

Motors

Premium Brake — 143T-286TS Footed

Mounting Dimensions
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Mounting Dimensions Overall Dimensions
R | gy B D | 26 | 2F | H R U |[NW| AA | BA | EBS | C G J ) P s | aB

1437 6.62 | 5.83 | 3.50 | 550 | 400 | 0.34 [0.771 | 0.875 | 2.25 3/4 | 225 | 152 [ 1731 ] 039 | 1.66 | 7.48 | 827 [0.188 | 6.50 6205 27
145T 6.62 | 7.00 | 3.50 | 550 | 5.00 | 034 | 0.771 [ 0.875 | 2.25 3/4 | 225 | 152 | 1827 | 039 | 1.66 | 748 | 827 | 0.188 | 6.50 6205 27

Bearing

Units in inches. Manual release is located on the top of the fan guard and has a height of 3.5 inches from the fan guard to the handle.
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Mounting Dimensions erall dimensions
A B D 2E 2F H R U N-W | AA BA ES C G J (o] P S T AB
1827 9.00 | 6.74 | 450 | 7.50 | 450 | 0.41 | 0.986 | 1.125 | 2.75 1 2.75 | 1.94 (2221 0.60 | 2.13 | 9.09 | 9.53 | 0.250 | 1.77 | 7.90 6306 27
1841 9.00 | 831 | 450 | 7.50 | 550 | 0.41 |0.986 | 1.125 | 2.75 1 2.75 | 1.94 (2217 | 0.60 | 2.13 | 9.09 | 9.53 | 0.250 | 1.77 | 7.90 6306 27
213T 10.24 | 810 | 5.25 | 850 | 550 | 0.41 |1.201 | 1.375| 3.38 1 3.50 | 2.55 (23.83| 0.72 | 2.20 | 10.55 [ 10.94 | 0.312 | 1.77 | 8.45 6308 27
215T 10.24 | 9.60 | 5.25 | 850 | 7.00 | 0.41 |1.201 | 1.375| 3.38 1 350 | 2.55 (2745 | 0.72 | 2.20 | 10.55 [ 10.94 | 0.312 | 1.77 | 8.45 6308 27
2547 12.28 | 9.92 | 6.25 | 10.00 | 8.25 | 0.55 [ 1.416 | 1.625| 4.00 | 11/4 | 425 | 3.11 |30.31| 0.58 | 2.36 | 13.18 | 14.17 | 0.375 | 2.08 | 10.08 6309 27
256T 12.28 | 11.65 | 6.25 | 10.00 | 10.00 | 0.55 [ 1.416 | 1.625 | 4.00 | 11/4 | 425 | 3.11 | 32.08 | 0.58 | 2.36 | 13.18 | 14.17 | 0.375 | 2.08 | 10.08 6309 27
284T 13.78 | 11.61 | 7.00 | 11.00 | 9.50 | 0.55 [ 1.591 | 1.875 | 462 | 11/2 | 475 | 3.53 | 36.46 | 0.89 | 2.75 | 14.01 | 14.17 | 0.500 | 2.08 | 10.34 6311 2Z
284TS | 13.78 [ 11.61 | 7.00 | 11.00 | 9.50 | 0.55 | 1.416 | 1.625| 3.25 | 11/2 | 475 | 2.10 | 35.16 | 0.89 | 2.75 | 14.01 | 14.17 | 0.375 | 2.08 | 10.34 631127
286T 13.78 | 13.11 | 7.00 | 11.00 [ 11.00 | 0.55 | 1.591 | 1.875 | 462 | 11/2 | 475 | 3.53 | 36.54 | 0.89 | 2.75 | 14.01 | 14.17 | 0.500 | 2.08 | 10.34 6311 2Z
286TS | 13.78 [ 13.11 | 7.00 | 11.00 | 11.00 | 0.55 | 1.416 | 1.625| 3.25 | 11/2 | 475 | 2.10 | 34.72 | 0.89 | 2.75 | 14.01 | 14.17 | 0.375 | 2.08 | 10.34 631127

Frame Bearing

Units in inches. Manual release is located on the top of the fan guard and has a height of 3.5 inches from the fan guard to the handle.
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