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THIS IS AN ELECTRONICALLY GENERATED DOCUMENT - DO NOT SCALE THIS PRINT

THIS DRAWING IN DESIGN AND DETAIL IS OUR PROPERTY AND MUST NOT BE USED EXCEPT
IN CONNECTION WITH OUR WORK. ALL RIGHTS OF DESIGN AND INVENTION ARE RESERVED.
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035673
OUTLINE-EPFC - C' FACE, ROUND FRAME.
180 FR. - CAST C'BOX

035694

INCHES
±.1
±.03
±.005
±.0005
±7'30"

WA - NLV 

.422-.94 DP
1/2-13UNC-2B
.75 FULL THD. 

4 HOLES

(2.34)

(9.94)

1.73

45.0° 45.0°

7.265
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(7.42)

( 10.16)

(11.85)

3/4" NPT
LEAD HOLE

C
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2.62
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.25

8.500
8.497

(8.74)

(6.23)

(AG)

.13

7.380

NOTES:
1. NAMEPLATE TO BE READ FROM CONDUIT BOX SIDE
    OF MOTOR.
2. CONDUIT BOX CAN ROTATED IN 90  STEPS.
3. CONDUIT BOX CAN BE MOUNTED ON OPPOSITE SIDE
    BY REMOVING BRACKETS AND TURNING FRAME 180
    THIS MODIFICATION CAN BE PERFORMED ONLY BY
    MARATHON ELECTRIC OR BY A FACILITY THAT IS
    COVERED UNDER UNDERWRITERS LABORATORIES
    INC.PTKQ, TITLED '' MOTOR AND GENERATORS, 
    REBUILT FOR USE HAZARDOUS LOCATIONS''.
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