
SS518707 4

HLB 09-07-2001
ML 09-19-2001
GK 09-19-2001

OUTLINE - TEFC - F1/F2/F3 MOUNT
5009-12LX FR. - CAST CONDUIT BOX

SS518707

INCHES
±.1
±.03
±.005
±.0005
±7'30"

1
2

3
4

NEW DRAWING - DEV ENG     CN 4303
ADDED MISSING FOOT DIMENSIONS     CN 34303
47.58, 27.18 WAS 26.68, 20.75 WAS 20.25     CN 37629
ADDED .50" MATERIAL TO C'BOX MTG. AREA, 48.08 WAS
REDRAWN IN SOLIDWORKS -FIXED BS DIM PER ECO-0036077

HLB
HLB
MSG

JHA

09-19-2001
11-06-2001
02-26-2004

08-30-2013

ML

DJK

(B-SS518452)

NOTES:
MAIN CONDUIT BOX CAN BE ROTATED IN 90º STEPS.1.
AUX. CONDUIT BOX CAN BE ROTATED 180º.2.
NAMEPLATES TO BE READ FROM MAIN CONDUIT BOX3.
SIDE OF MOTOR.
MOTOR WEIGHT (MAXIMUM) = 5,500 LBS.4.

DASH FRAME B C AG 2F 2FF 2FFF 2FFFF
4950 5009LX 45.05 73.80 61.51 28.00
4950 5010LX 45.05 73.80 61.51 32.00
4950 5011LX 45.05 73.80 61.51 36.00
4950 5012LX 45.05 73.80 61.51 40.00
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UNLESS SPECIFIED
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1.062-1.077
10 HOLES

3/8-24 UNF-2B
JACKING THD'S
4 HOLES
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4.0" NPT
LEAD HOLE

1.25" NPT
2 LEAD HOLES

.50 DOWEL
PIN HOLE
2 PLACES
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