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TOLERANCES UNLESS
OTHERWISE SPECIFIED:
 DEC.       INCH            mm       ANGLE 
      .X         0.1           [ 2.5]    7' 30"
    .XX       0.03         [ 0.76]
  .XXX     0.005       [ 0.127]
.XXXX   0.0005     [ 0.0127]
REMOVE BURRS & BREAK SHARP
EDGES:  .003/.015 [.076/.381] X 45
CORNER FILLETS:  R.02 [.51]
MACHINED SURFACES:   200        5.1
                                   INCH       mm
mm SHOWN IN  [BRACKETS]
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ECO DESCRIPTION

DATEAPPROVED BY

DATEREVISION BY

ECO

DRAWING REVISION

REFERENCE MATERIAL

SHEETDRAWING NUMBERSIZE

DESCRIPTION

THIRD ANGLE
PROJECTION

DRAWN BY

DATE

DATE

APPROVED BY

PROCESS/FINISH

B 1 OF 1D0000812

M. GRASTY

01-05-2017

S. EAGLETON

01-06-2017

G M. GRASTY 01-24-2019

ECO-0160665 S. ENGLISH 01-24-2019

CHG HEIGHT; REPLACED RIVETS WITH 8-18 SS SCREWS OUTLINE

- -

MODEL-IHP-AXIAL, 206XW

-

NOTES:
 EST. WEIGHT 90 LBS.1.

=CTQ 2.
USE (8) 1/4-20 BOLTS TO 3.
MOUNT MOTOR.
BOLT LENGTH WILL 4.
VARY PER CUSTOMER 
FRAME THICKNESS.
WHEN BOLTS ARE 5.
ASSEMBLED TO 
CUSTOMER FRAME, 
REMAINING LENGTH 
SHOULD NOT EXCEED 
T-SLOT DEPTH.
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