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CAV 09-26-2001
ML  09-26-2001
BW  09-26-2001

MU39106

OUTLINE - TEFC - TFPA
280TS FR. - STD. - 11.00 LAM

SS311235

INCHES
±.1
±.03
±.005
±.0005
±7'30"

1
2

3

NEW DRAWING                                         MU39106
REVISED C'BOX LEAD HOLE FROM 1 1/4 TO 1 1/2   MU39106
HOLES                                        ISAAC 10-2539 + MU112292
UPDATED FRAME TO NEW DESIGN AND TO SHOW 8 FOOT

CAV
CAV
MSG

09-26-2001
09-28-2001
02-27-2013

ML
ML
DR

NOTES:
1.  CONDUIT BOX CAN BE ROTATED IN 90  STEPS.
2.  CONDUIT BOX CAN BE MOUNTED ON OPPOSITE SIDE BY
     REMOVING BRACKETS AND TURNING FRAME 180 .
3.  NAMEPLATES TO BE READ FROM CONDUIT BOX SIDE OF MOTOR.

1275 284TS 24.93 11.50 9.50 - - - 4.75
1425 284/286TS 26.43 13.00 9.50 11.00 5.50
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(284 FR. MAY HAVE
ONLY 4 HOLES)
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