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TOLERANCES UNLESS
OTHERWISE SPECIFIED:
 DEC.       INCH            mm       ANGLE 
      .X         0.1           [ 2.5]        0.5
    .XX       0.03         [ 0.76]
  .XXX     0.005       [ 0.127]
.XXXX   0.0005     [ 0.0127]
REMOVE BURRS & BREAK SHARP
EDGES:  .003/.015 [.076/.381] X 45
CORNER FILLETS:  R.02 [.51]
MACHINED SURFACES:   125        3.2
                                   INCH       mm
mm SHOWN IN  [BRACKETS]
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ECO DESCRIPTION

DATEAPPROVED BY

DATEREVISION BY

ECO

DRAWING REVISION

REFERENCE MATERIAL

SHEETDRAWING NUMBERSIZE

DESCRIPTION

THIRD ANGLE
PROJECTION

DRAWN BY

DATE

DATE

APPROVED BY

PROCESS/FINISH

B 1 OF 1035538

VS

08/21/07

H A SUPPANNAVAR 10/03/2018

ECO-0157674 S TAILOR 11/29/2018

OUTLINE CONVERSION PROJECT OUTLINE

035538

180T FRAME TEFC-RIGID "C"

NOTE:-
1) GASKETS THROUGHOUT.
2) MAXIMUM FACE RUNOUT TO BE .004 [.102] T.I.R
3) MAXIMUM PILOT ECCENTRICITY TO BE .004 [.102] T.I.R
4) PERMISSIBLE SHAFT RUNOUT TO BE .002 [.050] T.I.R. 

DASH NO "C" "AD"
850 13.96 [354.58] 4.25 [107.95]
900 14.46 [367.28] 4.75 [120.65]
950 14.96 [379.98] 5.25 [133.35]
1000 15.46 [392.68] 5.75 [146.05]
1050 15.96 [405.38] 6.25 [158.75]
1100 16.46 [418.08] 6.75 [171.45]
1150 16.96 [430.78] 7.25 [184.15]
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