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WORLDWIDE ELECTRIC MOTOR DATA SHEET

TJ1-36-56JB

HP 1
RPM /POLES 3600/ 2
VOLTAGE / PHASE 115/208-230 V / 1
FRAME 56J
ENCLOSURE TEFC
FREQUENCY 60 HZ
RATED SPEED 3450 RPM
FULL LOAD AMPS 11.2/6.2-5.6 A
DUTY CYCLE CONTINUOUS
SERVICE FACTOR 1.15
INSULATION CLASS F

BASE TYPE C-FACE - REMOVABLE
SHAFT THREADED
DE BEARING 6203
ODE BEARING 6203
MOUNTING F1
ROTATION Cw
OVERLOAD AUTOMATIC
START CAPACITOR @42 x 80mm? | 300uF / 125V

RUN CAPACITOR

WIRE TYPE

LOOSE WIRE

WIRE HOUSING

JUNCTION BOX

CONNECTION DIAGRAM

115/208-230 V - 6 LEAD

APPROX. WEIGHT

31 LBS.

FL EFFICIENCY

69.0%

@,

REVISED - 01/01/11

C€




S3HONI NI SNOISN3ANIA 11V

S8z | sc¢ 1€ 59l | S290 | vz 09l 890 | 9i-8€ 910 Sv | G/8S | ceg
ax ax 2X ax n M-N m u3 19 as % rv av
X08 TYNINYIL 14VHS 39NV
Zl 69 108 | €1 ZL0 5e 9z) 59 59 slz | ve0 S ¢ vz
vV d 1 r ) a ) a v ve H z4T 14z 3
ONILNNOW
)
| [ m o
o H
] ] o N ve 7,
r _ (107§
* ™\
l/ %
_ /W
/ \ E
|| s - ! IR
\ //
~ —
L/
19 e
ax 7
av

 ILIp, LAY,

o) o, - - o) )
S argg-9¢-irlL LD
HAIMATHOM HAIMAdTHOM

ONIMVYAd JOL1ON JI11L0313 3AIMATIOM




